Leveling Staff & Pole
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TC1 Telescopic Leveling Staff

+ Strong aluminum section, with carry bag.
* Front side E reading or Smm reading. Back side mm
reading from top to bottom for internal measurement.
« Available in 3m, 4m, 5m, including slit to put circular
bubble.
* Base plate is made in stainless steel..
« Item no.: TC1-33A 3mx3section E reading
TC1-33B 3mx3section 5mm reading
TC1-44A 4mx4section E reading
TC1-44B 4mx4section Smm reading
TC1-55A Smx5section E reading
TC1-55B Smx5section 5mm reading

TC2 Telescopic Leveling Staff

+ Strong aluminum section, with carry bag.
* Front side E reading or Smm reading. Backside mm
reading starts with zero at the bottom.
+ Available in 3m, 4m, 5m, including slit to put circular
bubble.
+ Base plate is made in stainless steel.
* Item no.:TC2-33A 3mx3section E reading
TC2-33B 3mx3section 5mm reading
TC2-44A 4mxdsection E reading
TC2-44B 4mx4section Smm reading :
TC2-55A 5mx5section E reading ,
TC2-55B SmxSsection Smm reading ¥ i
TC2-75A Tmx5section E reading . :
TC2-55W SmxSsection widestaff E reading  TC1-55A TC1-55B  TC2-55A TC2-558 TC2-55W
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b TC3 Fiberglass Leveling staff
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}5‘. 4 * Made by fibreglass, non-conductive.
3 - » Come with 1/4"x20 fermale thread in the top section.
+§ + Easily removable locking mechanisms
H make disassembling for cleaning even easier

» Water-proof and corrosion-resistant,
with a carry bag.
* ltem no.: available in 3m, 4m, Sm, 7Tm
or 13feet, 16feet and 25feet.

+ Telescopic precision aluminium tube
with twist lock.

+ 20cm red/white banded colour plastic
coated painting.

i | + Available in 2m,3m with carrybag,

+ ltem no.: BG-22 2mx2section

' ‘ BG-32 3mx2section
i BG-33 3mx3section
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* Insert type strong steel tube,
50cm Red/White banded colour plastic
coated painting. 1m for one section.

! Y * Available in 2mx2section, 3mx3section,




